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NOTICE

THIS DOCUMENT HAS BEEN TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MIL-T-81714/29C AND
CONTAINS ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO CONFORMANCE
WITH THE PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS. THE INITIAL RELEASE OF THIS
DOCUMENT IS INTENDED TO REPLACE MIL-T-81714/29C. ANY PART NUMBERS ESTABLISHED BY THE
ORIGINAL SPECIFICATION REMAIN UNCHANGED.

THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF
THE SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO
ACCELERATED ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS. TSB RULES PROVIDE FOR
(A) THE PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS
WITHOUT CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING
GOVERNMENT SPECIFICATION OR STANDARD FORMAT.

UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS. ANY REQUIREMENT

RELATING TO QUALIFIED PRODUCTS LISTS (QPL’'S) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF
THIS SAE TECHNICAL DOCUMENT.
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THE COMPLETE REQUIREMENTS FOR ACQUIRING THE BLOCK DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF SPECIFICATION MIL-T-81714.
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PART NUMBER: M8I714/29-| ﬁ
FIGURE 1. STYLE 1, MOUNTING BRACKET FOR ONE
SIZE 22D, 22, 20 OR 16 BLOCKS.
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PART NUMBER: M8I714/29-2
FIGURE 2. STYLE 2, MOUNTING BRACKET FOR ONE SIZE 12
OR THREE SIZE 22D, 22, 20 OR 16 BLOCKS.
Inch mm Inch mm Inch mm -
.005 0.13 410 10.41 .780 19.81
.010 0.25 455 11.56 .870 22.10
.015 0.38 512 13.00 .975 24.77
.032 0.81 .531 13.49 1.200 30.48
.045 1.14 .705 17.91 1.321 33.55
.070 1.78 .715 18.16 1.350 34.29
. 1565 3.94 .752 19.10 1.725 43.82
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REQUIREMENTS:
MATERIAL: ALUMINUM ALLOY, 6061-T4.
FINISH: BLACK ANODIZE PER MIL-A-8625.

NOTES:

1.
2.
3.

DIMENSIONS ARE IN INCHES.
CONTOUR IS OPTIONAL.

METRIC EQUIVALENTS (TO THE NEAREST .01 MM) ARE GIVEN FOR GENERAL INFORMATION ONLY AND ARE
BASED UPON 1 INCH = 25.4 MM.

THE PART NUMBER CONSISTS OF THE LETTER M, SPECIFICATION SHEET NUMBER, STYLE 1 (FIGURE 1) OR
STYLE 2 (FIGURE 2).

NB BQV

M 81714/29] -
-E-—Style 1 (Figure 1) or Style 2 (Figure 2).

Specification Sheet Number.

Military Part Number Indicator.

PART NUMBER EXAMPLE:
M81714/29-1
STYLE 1, MOUNTING BRACKET FOR ONE SIZE 22D, 22, 20 OR 16 BLOCKS.
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